
 

TECHNICAL SHEET FA 10 303 00 

Designation: Full body harness 2 attachment points with high 

visibility orange work vest 

Incorporated in a reflective vest, this harness is built into the vest to 

create a no-tangle body wear system. 

Polycotton vest (240g/m²). 

 

Attachment elements - 2 chest attachment textile loops and a 

dorsal attachment D-ring for fall arrest. 

 

Adaptability - Adjustable work vest and shoulder and thigh straps. 

 

Ergonomics - Ideally positioned sit strap for extended comfort, 

breathable mesh, reflective strips down the front for visibility and 

adjustable zip system. 

 

Compliance: 

Conforms to EN 361:2002 and EN 471 class 2.2 under process. 

 

 

Size: Universal 

Chest size: From 98 cm to 128 cm 

Thigh size: From 58 cm to 72 cm 

Material:  

 

Straps : polyester 

Buckles : steel  

 

ITS HS code 

63072090 

Carton Size / Pieces 

66x38x24 / 10 

Unit Weight 

1,40 kg 

AET: N° 2342 Issue 5 Extension 1 
Satra Technology Centre, N°0321 

Wyndham Way, Telford Way, Kettering, 

Northamptonshire, NN16 8SD, United Kingdom. 

 

 

Article 11: GB07/73551 
SGS United Kingdom Ltd., N° 0120 

Unit 202B, Worle Parkway, 

Weston-super-Mare, BS22 6WA, United Kingdom 
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Test Report: TR994/01199 
Thai Taffeta Co. Ltd, N°13 Highway N°3191 Road 

Tambol Hueypong Amphur Muangrayrong 

RAYONG 21150, THAILAND 


