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IMPORTANT, RETAIN FOR FUTURE REFERENCE: READ CAREFULLY.
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STOWED AWAY
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IMPORTANT:A LIRE ATTENTIVEMENT ET À CONSERVER POUR 

CONSULTATION ULTÉRIEURE.
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STOCKÉ
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IMPORTANTE, LEA Y GUARDE PARA FUTURAS REFERENCIAS.
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GUARDADA
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WICHTIG! SORGFÄLTIG LESEN UND FÜR SPÄTER NACHSCHLAGEN 

AUFBEWAHREN.
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VERSTAUT
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IMPORTANTE! CONSERVARE IL PRESENTE MANUALE PER FUTURO 

RIFERIMENTO E LEGGERLO ATTENTAMENTE.
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STIVATI
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Input voltage 100-240 V

Input AC frequency 50/60 Hz

Output voltage 12 V

Output current 0.75 A

Output power 9 W

Average active efficiency 83.14 %

Efficiency at low load (10 %) %

No-load power consumption 0.08 W

Input voltage 100-240 V

Input AC frequency 50/60 Hz

Output voltage 12 V

Output current 1 A

Output power 12 W

Average active efficiency 84.77 %

Efficiency at low load (10 %) 77.56 %

No-load power consumption 0.084 W

Input voltage 100-240 V

Input AC frequency 50/60 Hz

Output voltage 12 V

Output current 1.5 A

Output power 18 W

Average active efficiency 85.87 %

Efficiency at low load (10 %) 79.42 %

No-load power consumption 0.084 W

Input voltage 100-240 V

Input AC frequency 50/60 Hz

Output voltage 12 V

Output current 2 A

Output power 24 W

Average active efficiency 87.67 %

Efficiency at low load (10 %) 82.24 %

No-load power consumption 0.087 W
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